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Double Hung

With the Enviro-Star windows, we are pleased to provide a 
breakthrough product which offers a myriad of glass and structural 
options to seamlessly blend with any decor while providing 
exceptional energy efficiency. 

The real secret of this window’s performance is its exceptionally low 
air infiltration ratings which can lower the energy consumption of a 
typical home by 25 – 40%. This unique feature, combined with our 
HeatSeal® Glass Package or HeatSeal® Super Glass Package, offers 
superior thermal performance and exceeds the most rigorous Energy 
Star requirements. 

Enviro-Star windows provide a refined, traditional wood window finish 
without the maintenance, making this window a sophisticated choice. 

Metal handle, available in five color options, gives a refined, traditional look.



• Full 3 1/4” depth uPVC fusion welded frame and sashes with an 
elegant, beveled profile.

• Full integral interlock with double weather-stripping. Triple 
weather-stripping on every sash stile to make the window more 
air tight.

For more information on Enviro-Star Double Hung Windows, go to www.oknawindows.com

The Double Hung is the most common window style used in homes in the USA. The following features 
are the reasons why Enviro-Star windows stand out above the rest.

Double Hung

Additional high density composite reinforcement (a) inside 
the locking sash makes our windows structurally stronger than 
others available on the market.

• A variety of hardware options fits harmoniously into any decor.

• Vent latches allow for ventilation. Both sashes can remain 
partially open. WOCD latches are also available for optional 
upgrade. Vent latches are not available on laminated windows.

Double Weather Stripping (b) is a key component to this 
interlock, helping to provide an air tight seal. 
The Dual Dam Leg (Sash and Sill Interlock) (c) makes 
the windows structurally stronger while also reducing air 
infiltration and chimney effect drafts. 
Magnetic Seals (d), similar to those used in refrigerators, 
drastically reduces drafts and greatly improves the thermal 
performance of our windows.
Multichamber Extrusion (e) improves thermal efficiency.
Screen Groove (f) stops the screen from deflecting and 
helps lock it into place.

The sill dam wall is mortised into the jamb adding strength and 
lowering the possibility of leaks that may occur at corner seals.



The Sliding Window is a popular style for today’s homes. The Enviro-Star Sliding Window combines a 
sleek design for more glass viewing area and exceptional performance.

• uPVC fusion welded sash and frame corners for 
excellent performance. Sill on sliding window 
contains 4 weep holes (b) for enhanced water 
drainage. (Img. 1)

• The sliding window features a handle style based 
on traditional wood windows. (Img. 2) 

• Double weather-strip system around sliding  
sash for enhanced performance and reduced  
air infiltration. 

• Double weather-stripped interlock designed for 
excellent insulating performance. 

• Vent latches allow for ventilation. Both sashes can 
remain partially open. 
Vent latches are not available on laminated windows.

• Standard Smooth Glide System uses brass wheels 
to allow the sliding window to smoothly glide 
across its track. The EZ Glide System is available 
for optional upgrade.

• Multi-chamber design that buffers interior and 
exterior temperatures. 

• Standard factory-installed bumpers ensure  
quiet operation. 

• Dual heavy duty cam lock & keeper on windows 
over 24 inches high for added security.
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For more information on Enviro-Star Sliding Windows, go to www.oknawindows.com

This image also highlights our ability to give you any exterior color with 
our customer color option.

This image also highlights our Natural wood laminate color as well as 
double prairie grid pattern with SDL grids.

Sliding Windows

Smooth Glide System (Standard) EzGlide System (Optional)

High quality brass wheels allow the slider to 
smoothly glide across its track.

This system contains an anodized aluminum 
track and precision ball bearing wheels for 
smoother glide and operation especially with 
oversized and triple pane units.



Awning Windows
Our Awning Windows offer a sleek, contemporary look and are 
practical in areas with obstructions. They can be used individually 
and as part of multi-window configurations.

Casement

• Full 3¼” Depth uPVC Fusion Welded Frame and Sashes.

• A Progressive Multi-Point Locking System allows for a 
weather-tight seal by drawing the sash firmly and securely 
to the master frame. The multi-point locking system also 
offers added security by providing additional points of 
reinforcement on the window.

• OKNA Casement Windows open fully for maximum 
ventilation and easy cleaning from inside the home.

• Coastal Hardware available for coastal regions.

Casement and Awning Hardware Options

Optional WOCD Device
The WOCD device allows you to open your window no 
more than 4 inches when activated.  To open the window 
fully, deactivate the device. When you are ready to 
reactivate it, simply close your window and the device is 
automatically activated.

Casement windows come standard with a folding 
crank handle. Not only do they minimize the 
interference with blinds and other window treatments, 
but they also add that extra wow factor to complete 
your window order! OKNA Euro-White windows come 
standard with Euro-White hardware. All laminated 
windows will come standard with our Adobe Gray 
hardware. These options can be upgraded with the 
other hardware finishes for an extra fee. 

Almond
 (Standard on Solid Almond)

Brushed Nickel
 (Optional)

Euro-White
 (Standard)

Adobe Gray
 (Standard on All Laminates)

Cocoa 
(Optional on All Laminates)

Matte Bronze
(Optional)

Antique Brass
(Optional)



 Bay and BowGarden Window
• Fully Welded, Rigid uPVC Vinyl Frame 

for greater strength and stability. 

• Aluminum and Steel Reinforcements 
in the front mullion.

• The Multi-Point Locking System 
provides a tighter seal and  
added security. 

• Twin Sealing, Fully Screened, 
Operating Casements  
with external glazing for  
improved weather protection.

• Glass Shelf with Steel Support 
System is available for units  over  
42 inches.  

• The Window is Shipped Completely 
Assembled for easy installation. 

Myriad of Configurations  
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Superior Construction
No other manufacturer has a greater 
commitment to quality than OKNA 
Windows. Our new, redesigned Bay and 
Bow Windows have incorporated the latest 
innovation in fenestration technology to 
provide a window that is energy efficient, 
functional, and beautiful.

• Two inch Insulated Head and Seat Board 
with Furniture Grade Veneer and Standard 
1 ¼ inch jamb.  (Img 1)

• Water Penetration Barrier Below Each 
Window and Mullion. (Img 2)

• Silicone Free Interior and Exterior. (Img 3)

• Standard Foam Insulated Mullions with 
Threaded Rod. (Img 4)

Bay and Bow Windows are one of the most popular ways to give your room more light and space without adding square footage. 
These windows lend charm and beauty to any room. They are ideal for creating eating nooks, bath surrounds, and  
mini greenhouses.

When it comes to Bay and Bow Windows, OKNA Windows really does have it all and it’s because our Bays and Bows are made to 
order. For the side units of your Bay and Bow Windows, you can choose from 4 different degree angles to achieve the look you 
desire. Once you’ve chosen the angle, we can build Bay or Bow Windows in an endless variety of sizes.

30° Bay–Casement–Casement–
Casement– Casement (Custom)

45° Bay–Casement–Casement–
Casement– Casement (Custom)

30° Bay–DH–DH–DH–DH (Custom) 45° Bay–DH–DH–DH–DH (Custom)

30° Bay – DH–Picture–DH 45° Bay– DH–Picture–DH30° Bay–Casement– 
Picture–Casement

45° Bay–Casement– 
Picture–Casement

10° Bow–Casement– 
Picture–Casement (Custom)

10° Bow–5 Pictures10° Bow–Picture–Casement–
Casement–Casement–Picture

10° Bow–Casement–Casement–
 Picture –Casement–Casement

15° Bow–Casement– 
Picture–Casement (Custom)

15° Bow–5 Pictures15° Bow–Picture–Casement–
Casement–Casement–Picture

15° Bow–Casement–Casement–
 Picture –Casement–Casement



Anodized aluminum screen 
track, roller track, and 
threshold for increased 
strength, durability, and 
longevity along with an 
elegant appearance.  

Interlocking meeting rail 
system with quadruple 
weather-stripping for 
controlling infiltration of 
air, water, dust, and noise. 
Full length heavy gauge 
reinforcements in meeting 
rails and pull rail provide great 
rigidity and strength.

Thermally welded multi-
chambered 5-5/8” main frame 
provides superior strength 
and thermal insulation. 
Optional foam filled insulated 
extrusions provide better  
thermal efficiency. 

Operating panel is equipped 
with adjustable, precision 
bearing tandem rollers for a 
smooth and quiet operation.

Our retractable Mini-Blinds installed between the glass allow 
homeowners to control privacy and sunlight by raising, 
lowering, and adjusting tilting.  Available on Elegante and 
Forester Patio Doors.

Retractable Mini-Blinds

The Elegante Patio Doors are an ideal solution for adding light to any room while making the most of limited space. Available in 
replacement and new construction applications, this elegant design combines the security of structural integrity and the comfort 
of energy efficiency. A host of options increase the versatility of this product. Elegante Patio Doors are available in Euro-White, 
Almond, and our beautiful wood laminates.

Multi Point Locking System  
OKNA Patio Doors come with the option of upgrading to a 
Multi Point Locking System. This system offers four locking 
points on the patio door for added security. The Multi Point 
Locking System is used with locking exterior hardware only. 

 Elegante


